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ABSTRACT: A modal series representation of spatial-domain electric
field Green’s functions for arbitrarily oriented electric current sources
embedded in shielded multilayer media is presented. The Green’s func-
tions associated with planar excitations are briefly recalled, and the
method to compute them is generalized to vertical current sources,
yielding new components of the Green’s function necessary for the anal-
ysis of vertical metallizations embedded in waveguides or cavities.
© 2002 Wiley Periodicals, Inc. Microwave Opt Technol Lett 33:
186–191, 2002; Published online in Wiley InterScience (www.interscience.
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1. Introduction
In a variety of applications involving shielded multilayer micro-
wave circuits, it is necessary to take into consideration vertical
metallizations such as via holes, shorting pins, or even slots and
holes made in the lateral walls of the shielding enclosure. One of
the most commonly used methods for the rigorous full-wave
analysis of this kind of problem is the integral-equation technique
(IE), which relates the fields or the potentials to current sources,
not known a priori, and which is then solved numerically by the
method of moments (MoM). In this approach, a key step is the
determination of the suitable Green’s functions of the structure,
which stand for the kernel of the IE.
Numerous techniques for the determination of Green’s func-
tions for waveguides or cavities have been developed in the past.
These include the method of series expansion of the source func-
tion of the wave equation over a complete set of vector wave
functions [1–4], the spectral domain method (SDM) [5–8], the
approach based on the principle of scattering superposition [1, 9],
the method of image source expansion [10], and the method based
on the transmission-line network analogy and the modal field
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expansion [11, 12]. Most of these techniques, however, deal only
with horizontal metallizations. Although some approaches have
been derived for the treatment of vertical currents embedded in
multilayered media of infinite transverse dimensions [13, 14], the
same is generally not true when shielded structures are considered.
Consequently, the purpose of this article is to address this
problem by generalizing the well-known electric-field integral-
equation (EFIE) approach to the case of vertical current sources
(i.e., z-axis directed in Figure 1) embedded in a uniform waveguide
or cavity filled with a multilayered medium. The development uses
a transmission-line network formalism for the longitudinal depen-
dency of the electromagnetic field in conjunction with a modal
field expansion in the space domain for the transverse dependency
[15]. In order to demonstrate the applicability of the theory devel-
oped, a detailed treatment based on the EFIE-MoM technique of
the problem of a vertical rectangular strip enclosed in a rectangular
cavity is presented. Then, some aspects concerning the evaluation
and computation of reaction integrals are discussed, because the
way they are computed constitutes an important question in the
development of efficient software codes. Finally, the input imped-
ance of a rectangular strip embedded in a homogeneous rectangu-
lar cavity is computed. Because of the rotational symmetry of the
problem, two methods have been implemented: one using the
well-known Green’s functions associated with horizontal excita-
tions, and the other using the Green’s functions associated with
vertical excitations. The good agreement observed between the
two approaches validates the newly developed vertical compo-
nents.
2. Formulation of the problem
To analyze the problem of vertical metallizations involved in
shielded multilayer microwave circuits, consider an infinite
waveguide with perfect conducting walls, uniform along the z-
axis, and filled with a layered medium as illustrated in Figure 1.
Each layer is homogenous and possibly stratified so that the
medium can be assumed to be uniaxially anisotropic. Hence, the
Green’s functions of the problem can be derived with the use of the
transmission-line analogy applied along the z axis in conjunction
with the modal field representation in the (xy) plane [15].
First Maxwell’s equations are written for the fields in the kth
layer of the medium (characterized by a permittivity k and a
permeability k), taking into account the existence of both hori-
zontal and vertical electric current sources. To do so, it is conve-
nient to employ an invariant transverse vector formulation of
Maxwell’s field equations in the following form (ejt time varia-



















t  iz Ht
k Jz, (1d)
where the following transverse definitions have been used: Jt
 ixJx  iyJy, t  ix /x  iy /y , ix and iybeing unitary
vectors along (0x) and (0y), respectively. Equations (1) show the
separate dependencies of the fields on the transverse (x and y) and
longitudinal coordinate z. It has been shown [15] that for a uniform
infinite waveguide, the transverse dependency may be integrated
out of equations (1a) and (1b) by means of vector modal functions
ei and hi [of E(TM
z) and H(TEz) type], which form an infinite
complete set of orthogonal elements, in order to transform these
equations into a set of transmission-line differential equations. To
do this we need to express the transverse components of the




























TE,TM(k) are the amplitude factors describing
field changes along the z-axis. The substitution of Eq. (2) into (1a)
and (1b) and integration of the resulting equation over the entire
waveguide cross-section surface yields an infinite set of transmis-




















(k) is the propagation constant along the waveguide for the
ith mode, ZCi
p(k) is the modal characteristic impedance, p is the
mode type (TE or TM), and Vgi
p , Igi
p are the voltage and current
sources exciting the equivalent circuits of the medium, respec-












p stand for amplitude factors in the modal expan-
sion of the sources Jt and izJz. . The field representation given by
Eqs. (2) and (3) provides a general solution for the field equations
Figure 1 Vertical and horizontal metallizations embedded in a uniform
waveguide filled with a multilayered medium
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in uniform waveguides, when both transverse Jt and longitudinal
izJz sources are included in the analysis.
With the use of (1)–(4), electric- and magnetic-field dyadic
Green’s functions can be derived for a given problem. In order to
do so, it suffices to calculate the amplitude factors Jmzi
p and Jmti
p and
in Eqs. (4) for point current sources (i.e., sources of the form of
Dirac) and to use Eqs. (2) and (3) to obtain the expression
sought. For a waveguide structure, the complete electric dyadic
Green’s function due to electric current sources is given as follows





































where s  x, y, s  x, y and where p is the mode type (TMz or
TEz), i denotes (for a rectangular waveguide geometry) a double
index mn of a double infinite summation, and where
ei
px, y ixexi
p x, y iyeyi
p x, y, (6)
Ai











The components associated with horizontal excitations GEJ
ws(k),
where w  { x,y,z}, are given here for the sake of completeness.
Those associated with vertical excitations [see Eq. (5b)] have to
the authors’ knowledge never been derived in such form, and allow
rigorous analysis of vertical excitations also, as will be demon-
strated in Section3.
Notice that the same approach can be used to obtain the final
expressions for the magnetic field dyadic Green’s function due to
electric current sources, as well as for both field dyadic Green’s
functions due to magnetic current sources.
3. Rectangular waveguide with vertical metallizations
The focus is now narrowed to the case of a rectangular waveguide
filled with a homogenous medium (characterized by  and ), in
which a vertical metallization is embedded. For the sake of sim-
plicity, the metallization is supposed to be of rectangular shape,
lying in the (zy) plane, and sufficiently thin (e.g., a strip), so the
current can be supposed to have only a vertical component izJz, as
depicted in Figure 2.
With the use of an EFIE-MoM formulation [10], the generic
expression of a MoM matrix element is





zz x, y, z, x, y, z  fjz  fkz dSj dSk
(8)
where fjz and fkz and are the basis and testing functions, re-
spectively, and dSi is the surface over which fiz is defined. To
evaluate integral (8), for the vector modal functions ei and hi and
are needed in order to get an explicit formula for GEJ
zz . For a simple
waveguide geometry, such as rectangular, circular, elliptical, et
cetera, the set of vector modal functions is known analytically [15,
16]. In the case of a rectangular geometry, the vertical component
GEJ
zz of the dyadic Green’s function can be obtained as follows:
GEJ








where m,n  1, 2, 3, . . . and the coefficient Cmn









2  z, z, (10)
where Imn
TMz, z is the current in the equivalent transmission line
excited by the voltage source Vg  1V as shown in Figure 3, kmn
is the transverse cutoff wave number, a and b are the waveguide
dimensions (see Figure 2), and  and  are the permittivities taken
at the point of observation and source, respectively (in the present
case  because there is a single homogenous layer). As can be
seen in Eq. (9), GEJ
zz is expressed as an infinite sum of TMz modes
only, which is justified by the fact that vertical electric current
sources do not excite the vertical component of the magnetic field,
so that TEz modes can not exist in this case (see also e.g. [17]).
The next step is to calculate the elements of the MoM matrix.
If Eq (9) is substituted for (8) and the rectangular rooftop basis
functions definitions for fi( z), are used, one can derive an equation
for the reaction integral Irmn of the following form:





TMz, z fjz dz dz, (11)
Figure 2 Vertical rectangular metallization in a uniform rectangular
waveguide
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where  zi is the linear domain over which the z dependency of fi
is defined.
Although Imn
TMz, z appears as a function of both z and z, the
double integral in Eq. (11) can be transformed into a product of
two separated single integrals, so that the calculations can then be
carried out more efficiently. The separation is possible and in
addition, the calculations are numerically more stable if the current









For a single-layer medium, coefficients D, C1, C2 and C3 do
not depend on the position of the source and observer, so that they








































mn are the impedances at the boundaries z1 and z2
of the layer, respectively, and ZCmn
TM is the modal characteristic
impedance of the equivalent transmission-line model, as shown in
Figure 3.
Equations (11)–(14) constitute the final solution to the problem
of a vertical rectangular strip embedded in a uniform rectangular
waveguide or cavity filled with homogeneous stratified medium.
With the use of the approach presented in this section one is now
able to rigorously analyze vertical metallizations involved in
shielded multilayer microwave circuits.
4. Example
In order to validate the solution derived in the previous section,
two simple problems will be analyzed, namely, a horizontal and a
vertical rectangular strip embedded in a cavity (a rectangular
waveguide short-circuited at the ends), as shown in Figure 4.
Assume, for the sake of simplicity, that the strip extends between
two walls of the cavity. The two apparently different problems,
depicted in Figures 4(a) and 4(b), respectively, are in fact identical,
since a simple axis rotation allows passing from one to the other.
However, these two problems will be analyzed in two different
ways: with the well-known horizontal Green’s functions [see Eqs.
(5a)] [11, 12], for the case of Figure 4(a), and with the newly
Figure 3 Equivalent transmission line model for a single layer (partic-
ularized to the modeling of GEJ
zz )
Figure 4 (a) Horizontal and (b) vertical strip embedded in a rectangular
cavity
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derived vertical Green’s functions [see Eq. (5b)], for the case of
Figure 4(b).
In order to compare the solutions given by the two methods, the
input impedance of the strip has been computed. In addition, in
order to investigate the convergence of the solutions, the compu-
tations have been performed with a different number of vector
modal functions used in the evaluation of the Green’s functions.
Convergence results for the first method are shown in Figure 5,
while those for the second method are shown in Figure 6. Observe
that when horizontal Green’s functions are used, the convergence
is faster and it suffices to take about 500 modes to get stable and
accurate results. The method using vertical Green’s functions, on
the other hand, exhibits slower convergence properties as com-
pared to the previous one. Although the solution eventually tends
to the correct value, about 104 modes need to be taken into account
in order to achieve stable results. It has also been observed that this
convergence is better for a similar problem, but with a lossy
medium and higher dielectric constant, for which good conver-
gence properties were observed with about 5000 modes already.
Finally, Figure 7 presents a comparison of the input impedances
obtained with the two methods, and shows a very good agreement
between them, therefore validating the new vertical components
derived.
It is also worth mentioning that special attention must be paid
to the evaluation of certain exponential functions, because other-
wise numerical underflow or overflow can occur during the com-
putation. For example, a direct implementation of Eqs. (11)–(14)
can result in numerical instabilities just above 100–200 modes.
However, careful control of these instabilities allows the building
of efficient software codes, and accurate results can be obtained
even with more than 104 modes, as demonstrated in the example
presented in this article.
5. Conclusions
A general theory of the dyadic Green’s function for vertical and
horizontal electric current sources radiating in uniform waveguides
has been presented. A precise treatment, based on the integral
equation formulation of vertical rectangular metallizations embed-
ded in uniform rectangular waveguides or cavities filled with
multilayer media has been proposed. Finally, a simple example of
a vertical rectangular strip embedded in a rectangular cavity has
been analyzed in order to validate the method proposed. The good
agreement between results obtained by horizontal and vertical
Green’s functions approaches has confirmed the validity of the
latter.
In spite of the slower convergence rate of the approach pro-
posed, its availability presents numerous advantages, because now
the solution to the problem of horizontal and vertical metalliza-
tions can be combined into a single algorithm. Therefore, the gain
obtained with the formulation presented is the capability of accu-
rately analyzing shielded MMICs containing via holes and vertical
interconnections between horizontal metallizations of different
layers.
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ABSTRACT: Conventional circular patterned microstrip PBGs have
constraints in broad stop-band response due to high ripple heights in S
parameters. In this Letter, a novel configuration with the nonuniform
dimensions of circular-patterned PBGs to improve the rejection band-
width and the ripples is proposed. The dimensions of the circles are
varied proportionally to the amplitude coefficients of the binomial distri-
bution. The S-parameter versus frequency plot of a 10-element binomi-
ally distributed circular-patterned PBG array has been presented. The
result reveals that the binomial distribution improves the performance
by suppressing ripples and generating distinct stop-band and low-pass
responses and sharp cutoffs. A tandem of two such PBG lines yields
even wider and distinct stop-band and low-pass responses. © 2002
Wiley Periodicals, Inc. Microwave Opt Technol Lett 33: 191–196, 2002;
Published online in Wiley InterScience (www.interscience.wiley.com).
DOI 10.1002/mop.10273
Key words: microstrip lines; photonic bandgap; annular ring PBG;
ripples; stop band; filters; binomial distribution
1. INTRODUCTION
Recent years have witnessed technological innovations in material
sciences and processing techniques. There has been growing in-
terest in the development of artificial materials that yield extraor-
dinary performances for devices in microwave and millimeter-
wave frequencies. Photonic crystals are such artificial materials.
They are made of 2D and 3D periodic dielectrics, in analogy to
crystals made of periodic atoms or molecules that exhibit electron
bandgap. At microwave frequencies electromagnetic waves be-
have in photonic substrates as electrons behave in semiconductors.
PBG materials are periodic structuresthat exhibit wide bandpass
and band-rejection properties at microwave and millimeter-wave
frequencies. Introducing periodic perturbations such as dielectric
rods, holes, and patterns in waveguides and microstrip substrates
forms PBG materials. Although various configurations have been
proposed in the literature, only the planar etched PBG configura-
tions [1–5] have attracted much interest because of their ease of
fabrication with photolithographic MIC, MMIC, and MEMS pro-
cesses. The electromagnetic waves in a PBG material are impeded
due to the periodic discontinuity, hence making a slow-wave
structure. In a slow-wave structure, the effective wavelength in-
creases without any dimensional changes, hence compact design is
achieved.
Surface-wave propagation in microstrip dielectric materials is a
serious problem. Surface waves reduce efficiency and gain, limit
bandwidth for active and passive microwave devices, and increase
end-fire radiation and cross-polarization levels in antennas. PBG-
engineered materials suppress surface waves [6, 11] in dielectric
slabs. Consequently, the performances of active and passive mi-
crowave components are enhanced. The unique properties of PBG
materials in microwave and millimeter-wave frequencies make
them excellent platforms for planar transmission lines;
waveguides; power combiners/dividers; filters; diplexers; EMC
measurements; broadband absorbers and reflectors; high-efficiency
broadband power amplifiers; phased arrays; highly directive, high
efficiency, and broadband antenna elements; and many other de-
vices. The research is continuing to explore the full benefit of the
photonic bandgap materials for microwave and millimeter-wave
applications [5–12].
The behavior of PBG-engineered materials can be controlled
with the proper choice of different lattice structures and lattice
parameters, such as the filling factor, the patterns/geometries of
perturbations, and the distributions of PBG patterns. Lopeteg et al.
[4] report sinusoidal and triangular patterns along with the con-
ventional circular pattern. Laso et al. [3] describe a nonuniform
distribution and the tapered radii of circular PBG patterns with
Gaussian distribution and chirped periods. Lopetag et al. [5] report
a tapered distribution of a circular-patterned PBG based on the
Hamming window. Yun and Chang [13] describe uniplanar 1D
PBG structures and resonators on coplanar waveguides, slot lines,
and coplanar striplines. Different resonator lines with PBG reflec-
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